AC 8P

SIZE :

B0xBOx25mim (3.15"3.15"%0.987

CONSTRUCTION :

® Dig=cast aluminum housing

® Sloss fiber reinforced plostic:
Impeller are UL 24850 rating

* |Impedance protectad

® | eader wire or Terminal is availakle

OPERATING TEMPERATURE :
Ball bearing -30°C to +75°C
Sleeve bearing - 10°C to +70°C
WEIGHT :

260 grams

Specifications are subjact to choange without notice

RATED

MAX, RATED

MAX, INPUT MAX, AIR

FREQUENCY SPEED MAX. AIR FLOW NOISE
MODEL NO,  BEARING VOLTAGE CURRENT POWER PRESSURE
VAC Hz mA ] REM.  mY/min CFM  mmH20  INH:O  dB-A
&P-115LB Ball
m S 115 a0fa0 1400130 14113 1900/2400 04/05 138175 2.1/3.2 0.1/01 21125
8P-115HB Ball
e 115 5080 1507140 16114 250003000 050,68 17.3/21.0 3.1/44 0,1/0,2 30035
AP-115HS Sleave
gF-200HB Ball 200 50/60 130/120 #1118 2500/3000 0506 17.3/21.0 3.1/44 0.4/0.2 30032
8P-230LE Ball
e 230 50/80 8070 16/15 1900/2400 04/0.5 13.8M17.5 A1, 110,
BP-230LS Slaana / /240 5 2.113.2 0.4/04 21025
8P-230HB Ball
m i 230 a0fal 95/85 18/16 200003000  0.5/06 17.321.0  3.1/4.4 0.1/0.2 30035
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E g
: 1
#5225 o AC 8P
’._ZM.Z_‘ 115401
| +0.'I:5 o |
&
k]
k LR i
I | § *
ﬁ‘ ;3 Bawt
= :-\ = D" 5 10 15 20 25 o {CF)
L ; i
0 42 03 B4 05 OB 07 (i
\ 4.2 0.2X8
AlR FLOW =




Mouser Electronics

Authorized Distributor

Click to View Pricing, Inventory, Delivery & Lifecycle Information:

Bi-Sonic:
8P-115LB 8P-115LS 8P-115HB 8P-115HS 8P-200HB 8P-230LB 8P-230LS 8P-230HB 8P-230HS



http://www.mouser.com/
http://www.mouser.com/access/?pn=8P-115LB
http://www.mouser.com/access/?pn=8P-115LS
http://www.mouser.com/access/?pn=8P-115HB
http://www.mouser.com/access/?pn=8P-115HS
http://www.mouser.com/access/?pn=8P-200HB
http://www.mouser.com/access/?pn=8P-230LB
http://www.mouser.com/access/?pn=8P-230LS
http://www.mouser.com/access/?pn=8P-230HB
http://www.mouser.com/access/?pn=8P-230HS

